
LXM-180P-FM 18.4" 4K/UHD 12G Quad Field Monitor
 with Multi-Mounting Cage

Main Body Dimensions
Main Body 459.5 x 326 x 43 (mm) / 18.09 x 12.83 x 1.69 (inch)
With Stand 459.5 x 400.6 x 178.02 (mm) / 18.09 x 15.77 x 7.0 (inch)
Weight 8.6kg / 18.95lbs

Product Highlights
•  HDR EOTF (PQ, HLG)
•  Custom 3D LUT Import by USB Flash Drive
•  Quad-View, Picture-by-Picture Display
•  Various Conversion Output 
•  Quad Link 12G Input to Single Link 12G Output 
•  Auto Detection of SDI Payload ID 
•  Waveform (YCbCr, RGB) / Vector Scope / Histogram 
•  Audio Level Meter / Phase Meter  
•  Image Capture & Overlay
•  Closed Caption (CC-608, CC-708, OP47) 
•  Timecode Display
•  Marker
•  Focus Assist
•  Blue/Mono Only
•  H Flip, V Flip
•  Scan / User Aspect
•  Dynamic UMD
•  Tally
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LXM-240P-FM 24" 4K/UHD 12G Quad Field Monitor
 with Multi-Mounting Cage

Main Body Dimensions
Main Body 572.4 x 382 x 68 (mm) / 22.53 x 15.03 x 2.67 (inch)
With Stand 572.4 x 456.6 x 178.02 (mm) / 22.53 x 17.97 x 7.0 (inch)
Weight 14kg / 30.86lbs

Product Highlights
•  HDR EOTF (PQ, HLG)
•  Custom 3D LUT Import by USB Flash Drive
•  Quad-View, Picture-by-Picture Display
•  Various Conversion Output 
•  Quad Link 12G Input to Single Link 12G Output 
•  Auto Detection of SDI Payload ID 
•  Waveform (YCbCr, RGB) / Vector Scope / Histogram 
•  Audio Level Meter / Phase Meter  
•  Image Capture & Overlay
•  Closed Caption (CC-608, CC-708, OP47) 
•  Timecode Display
•  Marker
•  Focus Assist
•  Blue/Mono Only
•  H Flip, V Flip
•  Scan / User Aspect
•  Dynamic UMD 
•  Tally
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